MIAMI-DADE

MIAMI-DADE COUNTY

COUNTY PRODUCT CONTROL SECTION
11805 S8W 26 Street, Room 208

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474

BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590 F (786) 315-2599

NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

Dryvit System, Inc.

One Energy Way

West Warrick, RT 02893

Scopk: This NOA is being issued under the applicable rules and regulations governing the use of
construction materials. The documentation submitted has been reviewed and accepted by Miami-Dade
County RER-Product Control Section to be used in Miami Dade County and other areas where allowed by
the Authority Having Jurisdiction (AHIT).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described hercin, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Dryvit Outsulation Plus MD with Standard Plus EIF System over 5/8” Gypsum
Sheathing

APPROVAL DOCUMENT: Drawing No. OPLSMSSSTDPLUS, titled “Outsulation Plus MD System
with 8td. Plus over 5/8” Sheathing”, sheets 1 and 2 of 2, dated 08/29/2008, with revision 1 dated 06/15/2009,
prepared by Dryvit Systems, Inc., signed and sealed by Scott Wolters, P.E., bearing the Miami-Dade County
Product Control revision stamp with the Notice of Acceptance number and expiration date by the Miami-
Dade County Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant.

LLABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and
following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of
any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to
comply with any section of this NOA shall be cause for termination and removal of NOA.
ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed
by the expiration date may be displayed in advertising literature. If any pottion of the NOA is displayed, then
it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA revises NOA # 11-1108.02 and consists of this page 1 and evidence pages E-1 and E-2, as well as
approval document mentioned above.

Tite submitted documentation was reviewed by Carlos M. Utrera, P.E.

- NOA No. 15-0929.16

’ Expiration Date: December 20, 2016
] _ w Approval Date: January 14, 2016
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Dryvit Systems, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A, DRAWINGS “Submitted under NOA # (09-0824.14”
1. Drawing No. OPLSMS8STDPLUS, titled “Outsulation Plus MD System with Std.
Plus over 5/8” Sheathing”, sheets 1 and 2 of 2, dated 08/29/2008, with Revision 1
dated 06/15/2009, prepared by Wolters Engineering, signed and sealed by Scott
Wolters, P.E.

B. TESTS “Submitted under NOA # 09-0824.14”
1. Test reports on 1) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
2) Large Missile Impact Test per FBC, TAS 201-94
3) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with marked-up drawings and installation diagram of Dryvit Qutsulation Plus
System with Standard Plus over 5/8” Sheathing, prepared by Hurricane Test
Laboratory, LLC, Test Report No. G141-0405-09, dated 06/29/2009, signed and
sealed by Vinu J. Abraham, P.E.
2, Test reports on 1) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
2) Large Missile Impact Test per FBC, TAS 201-94
3) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with marked-up drawings and installation diagram of Dryvit Outsulation Plus
System with Standard Plus over 5/8” Sheathing, prepared by Hurricane Test
Laboratory, LLC, Test Report No. G537-0302-09, dated 06/24/2009, signed and
sealed by Vinu J. Abraham, P.E.

“Submitted under NOA # 08-0729.14”
3. Test reports on 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with marked-up drawings and installation diagram of Dryvit Outsulation with
Standard Plus Mesh Over Dens-Glass Gold, prepared by Hurricane Test Laboratory,
LLC, Test Report No. G387-0309-08, dated 05/06/2008, signed and sealed by Vinu J.
- Abraham, P.E. ‘
4, Test report on Tensile Bond per ASTM C297 of Dryvit Primus (P) Mixture to Various
Substrates, prepared by ETC Laboratories, Test Report No. ETC-06-1059-18353.1,
dated 12/01/2006, signed and sealed by Joseph L. Doldan, P.E.

Carlos M. Utrera, P.E.

Product Control Examiner

NOA No. 15-0929.16

Expiration Date: December 20, 2016
Approval Date: January 14, 2016




Dryvit Systems, Ine¢.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

B. TESTS (Cont.) “Submitted under NOA # 08-0729.14”
5. Test report on Tensile Bond per ASTM C297 of Dryvit Genesis (G) Mixture to  Various
Substrates, prepared by ETC Laboratories, Test Report No.
ETC-06-1059-18355.1, dated 12/01/2006, signed and sealed by Joseph L. Doldan, P.E.
6. Test report on Tensile Bond per ASTM C297 of Dryvit Genesis DM (GDM) Mixture  to
Various Subsirates, prepared by ETC Laboratories, Test Report No.
ETC-06-1059-18357.1, dated 12/05/2006, signed and sealed by Joseph L. Doldan, P.E.

C. CALCULATIONS “Submitted under NOA # 09-0824.14”
1. Anchor verification calculations prepared by Wolters Engineering, complying with F.B.C
2007, dated 08/10/2009, signed and sealed by Scott Wolters, P.E.

“Submitted under NOA # 08-0729.14”
2. Anchor verification calculations and structural analysis prepared by Wolters Engineering,
complying with F.B.C 2004, dated 07/17/2008, signed and sealed by Scott Wolters, P.E.

D. QUALITY ASSURANCE
1. - Miami-Dade Department of Regulatory and Economic Resources (RER)

E, MATERIAL CERTIFICATIONS
1. None.

F. STATEMENTS
1. Statement letter of code conformance to the 5% edition (2014) FBC issued by Wolters 7
Engineering, dated 09/10/2015, signed and sealed by Scott Wolters, P.E,

“Submitted under NOA # 11-1108.02" :
2. Statement letter of code conformance to 2010 FBC issued by Wolters Engineering, dated
10/31/2011, signed and sealed by Scott Wolters, P.E.

“Submitted under NOA # 09-0824.14”

3. Statement letter of no financial interest issued by Wolters Engineering, dated 08/10/2009,
signed and sealed by Scott Wolters, P.E.
4, Statement letters of code conformance issued by Hurricane Test Laboratory, LLC, Test

Reports No. G141-0405-09 and G537-0302-09, dated 06/29/2009 and 06/24/2009
respectively, both signed and sealed by Vinu J. Abraham, P.E.

Carlos M. Utrera, P.E.

Product Control Examiner

NOA No. 15-0929.16

Expiration Date: December 20, 2016
Approval Date: January 14, 2016




MATERIAL LIST | GENERAL NOTES
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CONTRACTOR FOLLOWING THIS NOTICE OF ACCEPTANCE

I ® E%Ygg/sﬂ&}qnuéﬂ%gnLLuAsngglEfﬁ%wNEEr??éH THE RECOMMENDATION OF DRYVIT SYSTEMS, INC. AND THE

1
i
r @ FMREDDED IN THE DRYVIT BACKSTOP NT OVER APPLICABLE SECTIONS OF THE FLORIDA BUILDING CODE.
, ' THE 5/8" SHEATHING.
i @ @ , : THE STANDARD PLUS REINFORCING MESH SHALL L. THE ENGINEER AND/CR ARCHITECT OF RECORD FOR EACH
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Jl ® | BOARD WITH DRYVIT'S p%nngg, GENESIS( OR}GENESIS DM 6. ALL STUDS USED WITH THIS SYSTEM SHALL BE COMPLETELY
| MIXTURE. THE ADHESIVE IS APPLIED WITH A 3/8" X 1/2" SHEATHED AT THE INTERIOR FLANGE OR BRIDGED AT A MAXIMUM
i NOTCHED TROWEL WITH NOTCHES SPACED A MAXIMUM OF OF EVERY 5' OF STUD LENGTH OR AS SPECIFIED BY THE STUD
L I 11/2* 0.0. THE_ADHESIVE SHALL BE APPLIED TO THE MANUFACTURER. '
l ! BACK SIDE OF THE EPS IN A’ VERTICAL ORIENTATION . Q]% SLEEL :JGU[;DS SHALL BE STRUCTUR {}L WITH 1 5/8"
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1 _ @ MINIMUM 1* THICK INSULATION BOARD MEETING THE Iy
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A ® ~ ENGES SHALL BE ABUTTED TIGHTLY. DO NOT QVERLAP. IN CONSULTATION WITH DRYVIT SYSTEMS, INC.

@D DRYVIT STANDARD REINFORCING MESH:
4.3 02/50. YD FIBERGLASS REINFORCING MESH

REINFORCING MESH SHALL BE LAPPED A MINMUM OF
-2 172" AT_ALL EDGES.

DESIGN PRESSURE

+£106 psf
PRODUCT REVISED @ ORYVIT FINISH: A 100 PERCENT ACRYLIC BASED P
b m& EVISEL *~ MATERIAL AVAILABLE IN VARIOUS TEXTURES.
Buildi . i
'SECTION A-A 6C Acceptance mmﬁ’g"’%’ A PR e Gerlrida | SCOTT WOLTERS SEAL; DRYVIT SYSTEVS, INC. 4 (@
. 3 141 ner
) ; @ @ By Bald{nsOodNﬂo y .02 FL PE4 62354 %" Wa:t Wcrgt o::k.'J hade lsland =~
, . ion PRie | 6 | WOLTERS ENGINEERING . N0 OPLSBSTOPLUS

-0 e

{COAf 27194) LI R -
3 A d REV /1
e oo, £1. 43018 1°0F 2 bAn08/29/08 614 /b
FH/FAX; (954) 921-5828 OUTSULATION PLUS® MD SYSTEM® WITH

-2l STD. PLUS OVER 5/8" SHEATHING




DRAINAGE STRIPSET IN
DABS OF AP ADHESIVE

DRYVIT AQUAFLASH® SYSTEM OR
DRYVIT BACKSTOP® NT-TEXTURE
OVER GRID TAPE™ (SEE NOTE 2)

AR SEAL PER
MANUFACTURER'S
REQUIREMENTS,

f:'/-nRYvn COMPATIBLE SEALANT WITH

DRYVIT FINISH

DRYVIT REINFORCING MESH EMBEDDED IN BASE COAT

DRYVIT ADHESIVE IN VERTICAL
NOTCHED TROWEL CONFIGURATION

DRYVIT WATER-RESISTIVE BARRIER COATING
APPROVED SUBSTRATE

g /—EPS INSULATION BOARD NOTCHED TO ACCOMMODATE

OPENING PREPARATION AND PROVISIONS FOR QRAINAGE

ORYVIT DETAIL MESH® WRAPPED
TO BACKSIOE OF EPS MIN. 51 MM {27}

ORYVIT DEMANDIT® OR COLOR PRIME™
ON SURFACE(S} TO RECEIVE SEALANT

CLDSED CELL BACKER ROD AND WEEP BY OTHERS

PRODUCT REVISED
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TUBES EVERY 610 i"IM {24"). BY OTHERS

BY OTHERS

19 MM (3/4") MIN.—r
DRYVIT
OUTSULATION
PLUS MO |
SYSTEM

CONTINUQUS FLASHING, BY OTHERS

SEALANT, BY OTHERS
DRYVIT AQUAFLASH SYSTEM (SEE NOTE 2)

‘WRAP DRYVIT DETAIL MESH
51 MM {2"] MIN. AT BACKSIDE OF EPS

CONTINUQUS FLASHING, BY OTHERS, TURN UP
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/-DRYVIT AQUAFLASH® SYSTEM OR
DRYVIT BACKSTOP® NT-TEXTURE
OVER GRID TAPE™ (SEE NOTE 2)

I DRYVIT WATER-RESISTIVE
=<, BARRIER COATING

/-DRYV!T DEMANDIT® OR
COLOR PRIME™ ON SURFACES
TO RECEIVE SEALANT
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12.7 MM {172") MIN. AT JAMBS - SEE DETAIL BELOW

DRYVIT COMPATIBLE SEALANT, BY OTHERS

64MM

123 MM (1727 ]

SILL PAN FLASHING
DETAIL

- _[ {2-1/2"} MIN.

—_— A

BY OTHERS-—J—- DRYVIT QUTSULATION® PLUS MD SYSTEM®

19 MM

=———CONTINUQUS DRYVIT
COMPATIBLE SEALANT AND
CLOSED CELL BACKER ROD,
BY OTHERS

ORYVIT DETAIL MESH®
WRAPPED TO BACKSIDE
OF EPS MIN. 51 MM (2"]

DRYVIT ADHESIVE IN
VERTICAL NOTCHED TROWEL
CONFIGURATION

EPS INSULATION BOARD

DRYVIT REINFORCING MESH
EMBEDDED IN BASE COAT

DRYVIT FINISH
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"SCOTT WOLTERS
Fl. PE# 82354

WOLTERS ENGINEERING
(coag 27194)
322 BUCHANAN #609

HOLLYWOOD, FL 33019
PHJFAX: (954) §21-5628
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